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VARIES 

1.00 

6-10 

tlAKt<lt.K CUtU~ 

/ 2.5" 

1 aDmm OF CONCRffi 

100mm OF BASE COURSE 

11 

z 

(IF REQUIRED) 
200mm OF 50mm DRAIN ROCK 
WRAPPED WITH NON WOVEN 
FILTER CLOTH 

100mm OF ASPHALT PAVEt.4ENT 

100mm OF BASE COURSE 

300mm OF SUBBASE COURSE 

72 AVE NUE 

l! 
ffi 
~ 

FENCE 

20-24 

ROW 
<i. 

3.00 MIN 

,. 
~ 
z 

1.00 101 

3-4m RAISED MEDIAN 
(BETWEEN NICHOLSON RD 
AND 120 ST ONLY) 

6-10 

2.5:1; 

0.15 

,It!,. 2Q.Omrof ,,1 2.~ 
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VARIES 

SLOPE 1.5 
1 MAX 

1 DDmm OF CONCRffi 

100mm OF BASE COURSE 

CATCH BASIN 

000 
2.50 --1--"=---1 

= 
1. HYDRO, TEL & GAS LINES MAY BE INSTALLED ON EITHER SIDE OF 

RIGHT-OF-WAY. 

2. UTILl1Y SERVICES SHALL BE INSTALLED PRIOR TO FINAL ROAD 
PAVING, OR MAINS SHALL BE INSTALLED ON BOTH SIDES OF 
RIGHT-OF-WAY. TRENCHES THROUGH NEW FINAL PAVEMENT FOR 
INSTALLATION OF MAINS OR SERVICE CONNECTIONS WILL NOT BE 
PERMITTED. 

3. PAVEMENT SHALL BE lAID IN TWO LIFTS. INITIAL LIFT OF 50mm BY 
THE OWNER AND FINAL LIFT OF 50mm. 

4. ROAD ALLOWANCE MUST BE SHAPED TO FULL WIDTH OF 
RIGHT-OF-WAY WITH CUT AND FILL SLOPES ON PRIVATE LAND. 

TYPICAL SECTION 120 ST TO 11 2 ST 
5. THE DIRECTOR OF ENGINEERING MAY SPECIFY ALTERNATE SIDEWALK 

LOCATIONS. 

= 6. 3-4 METER RAISED/PLANTED/PAINTED MEDIAN WHERE APPLICABLE. 
ALL DIt.iENSIONS SHOWN IN METRES 
UNLESS OTHERWISE NOTED. 


