
 

HORIZONTAL 90' BEND HORIZONTAL W IENp 

REDUCER 
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~LOOSE SOIL 

TE;E WITH yALVE 

CREOSOTED PILING 

.tillIE;. WHERE GROUND CANNOT BE EXCAVATED TO FREE STANDING UNDISTURBED SOIL, 
SMALL BLANK SHEET PILING SHALL BE DRIVEN TO PROVIDE UNDISTURBED 
THRUST AREA. PILING TO BE DRIVEN PRIOR TO EXCAVATING FOR THRUST BLOCK, 
PILING SHOULD BE USED ONLY BELOW THE PERMANENT WATER TABLE. 

300 900 500 
350 11 00 650 
375 1500 800 
400 1750 950 

150 300 500 450 
ZOO 350 700 600 
Z50 375 850 750 
300 400 1000 900 

150 300 450 Z50 
ZOO 350 600 350 
Z50 375 850 500 
300 400 900 500 

150 300 600 500 
ZOO 350 800 600 
Z50 375 1000 800 

m 

CROSS WITH pwe 

TEE WITH pwe 

300 x 300 x 100 PRECAST 
CONCRETE BLOCK 

BLOCK 

~ ALL DIMENSIONS IN MILLIMETRES 
(*)OIMENSIONS APPLY TO THE LARGER 
DlAMETER END OF FITTING. 

FOR SOILS 

FiniNG HEIGHT SIZE 

150 300 650 450 
ZOO 350 800 650 
Z50 375 1050 800 
300 400 1300 950 

150 300 300 500 450 
ZOO 350 400 700 600 
Z50 375 500 850 750 
300 400 600 1000 900 

150 300 150 500 450 
ZOO 350 ZOO 700 600 
Z50 375 Z50 Z50 750 
300 400 300 1000 900 

150 300 500 450 
ZOO 350 700 600 
Z50 375 850 750 
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