
 

WARNING SIGN em ENGINEER 
GRADE REFLECTIVE TAPE 
MOUNTED ON GLAV. POLE -~...--, 

STANDARD VALVE BOXAND RISER (TYP) 
STAMP VALVE BOX "DELTA SE'AER" 
AND PAINT ORANGE 

150 CAMLOCK CAP AND MIP 
ADAPTOR em FIPxFLG 
ADAPTOR (INLET ONLY) 

C20 FRAME 
COVER PAINTED 
ORANGE 

CONe. BLOCK --==;~~==t±:~ DRAIN ROCK -

PROP. OR EXISTING 
FORCEMAIN 

150mm0 TAPPING 
SLEEVE OR FUSED 

HOPE CONNECTION -~-2=S 

150mm0 STEEL 

150mm0 DIRECT BURY PLUG 
VALVE cJw v\oRM GEAR 

OPERATOR AND VALVE KEY 
OPERATING NUT. EXTENSION 

REQUIRED ON NUT 'At1EN 
DEPTH IS GREATER THAN 1.5m 

DATE REVISION ND. 

REVISIONS 

BYLAW NO. 7162 

BY 

ELEVATION VIEW 
NTS 

THE CORPORATION OF DELTA 
ENGINEERING DEPARTMENT 

SANITARY BLOWDOWN CHAMBER 
c/w CLEANOUT DETAIL 

SCHEDULE C - DELTA SUPPLEMENTARY DRAWINGS AND MAPS 

-15500mm ALUMINUM CHECKER PLATE 
MANHOLE COVER AS MFG. BY 
LADNER HARBOUR MACHINE SHOP (OR 
EQUIVAlENT) SIZE TO SUIT MANHOLE 
MATCH EXISTING LID ON AIR VALVE 
CHAMBERS (LESS VENT) 

1m WOE x 100mm THICK 
CONCRETE SLAB WITH 
6x6 WM.1 (TYP) 

1' •. 1----- 1500mm0 PRECAST 
WATERTIGHT 
CONCRETE MANHOLE 
MIN. DEPTH = 2.0m 

25mm CLEAR DRAIN ROCK 
VvRAPPED WITH TENSAR 
(BX1200) GEOGRID. PLACE 
100mm COVER OF ROCK ON 
TOP OF GEOGRID BEFORE 
PLACING STRUCTURE 

- S3 TAPPING SLEEVES ARE 
PERMITTED ON STEEL MAINS ONL Y 
DO NOT USE ON HOPE MAINS 

-ALL BURIED METAL PIPING TO HAVE 
CATHODIC PROTECTION 

- ALL PIPING AND FITTINGS TO BE 
FULLY RESTRAINED AND IN 
ACCORDANCE WlTH DELTA MASTER 
MUNICIPAL SPECIFICATIONS 

DSN. RR DRN. RWG owe. No. 

CHKD. JL APVRD. HCF 

L5.8 
SCALE N.T.S. 

DATE 2014-03-13 RVSN. 

C-46 


