
 

1 SQUARE METRE OF 50 THICK 
ASPHALT APRON AROUND INLET 

FRAME SHALL BE GROUTED TO 
BRICKWORK INSIDE AND OUT. 

DIAMETER 
OF LEAD 

VARIES 

A 

PRECAST BASE SECTION 

CO MPACTED BEDDING MATERIAL 

= 
ALL DIMENSIONS SHOWN IN 
UNLESS OTl1ERWISE NOTED. 

DATE REVISION 

REVISIONS 

BYLAW NO. 7162 

No. BY 

A 

GRATE 3R-16A 

FRAME 3R-15C (6101'1) (H-20 LOADING) 

STD. CONC. BRICK. (MIN. 1 
COURSE, MAX. 3 COURSES) 
OR PRECAST SPACER RING(S). 

PRECAST CONCRETE LID 
REINFORCED TO H-20 
LOADING. 

PRECAST BARREL 
SECTION 

150mm¢ OPENING WITH 
~-----t4H 13mm GALVANIZED MESH c/w 

MIN. 75 Kg. OF 50mm DRAIN 
ROCK AROUND OPENING 

75 150 
MIN 

1-1----750. ----..f 

UNDISTURBED GROUND 

SECTION A-A 

DETAIL 

150 

MIN 

UNDISTURBED GROUND OR 
COMPACTED BEDDING MATERIAL 
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